
LIDS FOR STAINLESS STEEL TANKS 
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RECTANGULAR LID OUTWARD OPENING 

Ref.: A381 
Dimensions: 225x175 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: A381L 
Dimensions: 175x225 mm 
Material: 304L/316L  
Max. pressure: 1 bar  

Ref.: A651 
Dimensions: 225x175 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: A651L 
Dimensions: 175x225 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: A382 
Dimensions: 310x245 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: A382L 
Dimensions: 245x310 mm  
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: A652 
Dimensions: 310x245 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: A652L 
Dimensions: 245x310 mm  
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: A383 
Dimensions: 360x275 mm  
Material: 304L/316L  
Max. pressure: 0,8 bar 

Ref.: A653 
Dimensions: 360x275 mm  
Material: 304L/316L  
Max. pressure: 0,5 bar 

Ref.: A653L 
Dimensions: 275x360 mm  
Material: 304L/316L  
Max. pressure: 0,5 bar 

  

Ref.: A384 
Dimensions: 400x280 mm  
Material: 304L/316L  
Max. pressure: 0,7 bar 

Ref.: A654 
Dimensions: 400x280 mm  
Material: 304L/316L  
Max. pressure: 0,2 bar 

Ref.: A654L 
Dimensions: 280x400 mm  
Material: 304L/316L  
Max. pressure: 0,2 bar 
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Ref.: A372 
Dimensions: 420x310 mm 
Material: 304L/316L 
Max. pressure: 0,8 bar 

Ref.: A373 
Dimensions: 310x420 mm 
Material: 304L/316L 
Max. pressure: 0,8 bar 

Ref.: A375 
Dimensions: 420x310 mm 
Material: 304L/316L  
Max. pressure: 0,8 bar 

Ref.: A376 
Dimensions: 310x420 mm 
Material: 304L/316L  
Max. pressure: 0,8 bar 

Ref.: 123 
Dimensions: 424x316 mm 
Material: 304L/316L  
Max. pressure: 0,7 bar 

Ref.: 124 
Dimensions: 316x424 mm 
Material: 304L/316L  
Max. pressure: 0,7 bar 

Ref.: 121 
Dimensions: 424x316 mm 
Material: 304L/316L 
Max. pressure: 1,2 bar 

Ref.: 122 
Dimensions: 316x424 mm 
Material: 304L/316L 
Max. pressure: 1,2 bar 

Ref.: A362 
Dimensions: 530x400 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: A363 
Dimensions: 400x530 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

 

Ref.: A363B 
Dimensions: 400x530 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

 

Ref.: 116 
Dimensions: 406x530 mm 
Material: 304L/316L  
Max. pressure: 1 bar 

Ref.: 115 
Dimensions: 530x406 mm 
Material: 304L/316L 
Max. pressure: 1,1 bar 

Ref.: 132 
Dimensions: 450x750 mm 
Material: 304L/316L  
Max. pressure: 1,5 bar 
Note: “Rioja” model 

Ref.: 133 
Dimensions: 600x800 mm 
Material: 304L/316L  
Max. pressure: 1,5 bar 
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RECTANGULAR LID GUILLOTINE OPENING 

Ref.: 134 
Dimensions: 600x800 mm 
Material: 304L/316L  
Max. pressure: 1,2 bar 

Ref.: 135 
Dimensions: 800x1.000 mm 
Material: 304L/316L  
Max. pressure: 1,2 bar 

Ref.: 136 
Dimensions: 600x600 mm 
Material: 304L/316L  
Max. pressure: 2 bar 

 

 
RECTANGULAR LID INWARD OPENING 

Ref.: 129 
Dimensions: 530x406 mm 
Material: 304L/316L 
Max. pressure: 1,8 bar 

Ref.: A364 
Dimensions: 530x400 mm 
Material: 304L/316L 
Max. pressure: 2 bar 

Ref.: 130 
Dimensions: 424x316 mm 
Material: 304L/316L 
Max. pressure: 2 bar 

Ref.: A374 
Dimensions: 420x310 mm 
Material: 304L/316L 
Max. pressure: 1,5 bar 

Ref.: 131 
Dimensions: 424x316 mm 
Material: 304L/316L 
Max. pressure: 2 bar 

  

 
RECTANGULAR LID INWARD OPENING AND EXTERNAL CLEARANCE OF THE COVER 

Ref.: 129/1 
Dimensions: 530x406 mm 
Material: 304L/316L 
Max. pressure: 1,8 bar 
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ROUND LID OUTWARD OPENING 

Ref.: A790 
Dimensions: Ø200 mm 
Material: 304L/316L  
Max. pressure: 0,5 bar 

  

Ref.: A791 
Dimensions: Ø220 mm 
Material: 304L/316L  
Max. pressure: 0,5 bar 

  

Ref.: A792 
Dimensions: Ø300 mm 
Material: 304L/316L  
Max. pressure: 0,3 bar 

Ref.: 117 
Dimensions: Ø300 mm 
Material: 304L/316L  
Max. pressure: 0,5 bar 

Ref.: A800 
Dimensions: Ø300 mm 
Material: 304L/316L  
Max. pressure: 0,7 bar 

Ref.: A550 
Dimensions: Ø300 mm 
Material: 304L/316L  
Max. pressure: 2,5 bar 

Ref.: A520 
Dimensions: Ø300 mm 
Material: 304L/316L  
Max. pressure: 3 bar 
Clamping points: 4 

  

Ref.: A801 
Dimensions: Ø380 mm 
Material: 304L/316L  
Max. pressure: 0,7 bar 

Ref.: A521 
Dimensions: Ø380 mm 
Material: 304L/316L  
Max. pressure: 2 bar 
Clamping points: 4 

Ref.: A802 
Dimensions: Ø400 mm 
Material: 304L/316L  
Max. pressure: 0,7 bar 
Option: Burr 

Ref.: 118 
Dimensions: Ø400 mm 
Material: 304L/316L  
Max. pressure: 0,8 bar 
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Ref.: A552 
Dimensions: Ø400 mm 
Material: 304L/316L  
Max. pressure: 1,8 bar 

Ref.: A522 
Dimensions: Ø400 mm 
Material: 304L/316L  
Max. pressure: 2 bar 
Clamping points: 5 

Ref.: 119 
Dimensions: Ø 402 mm 
Material: 304L/316L  
Max. pressure: 0,5 bar 

  

Ref.: A803 
Dimensions: Ø420 mm 
Material: 304L/316L  
Max. pressure: 0,7 bar 
Option: Burr 

Ref.: A523 
Dimensions: Ø420 mm 
Material: 304L/316L  
Max. pressure: 2 bar 
Clamping points: 5 

Ref.: A524 
Dimensions: Ø500 mm 
Material: 304L/316L  
Max. pressure: 1,3 bar 
Clamping points: 6  

Ref.: A554 
Dimensions: Ø500 mm 
Material: 304L/316L  
Max. pressure: 1,3 bar 

Ref.: A525 
Dimensions: Ø600 mm 
Material: 304L/316L  
Max. pressure: 1 bar 
Clamping points: 6 

Ref.: A555 
Dimensions: Ø600 mm 
Material: 304L/316L  
Max. Pressure: 1 bar 

 
OVAL LID INWARD OPENING AND EXTERNAL CLEARANCE OF THE COVER 

Ref.: 125 
Dimensions: 410x510 mm  
Material: 304L/316L  
Max. pressure: 2 bar 

Ref.: 125XL 
Dimensions: 550x450 mm  
Material: 304L/316L  
Max. pressure: 2 bar 

Ref.: 126 
Dimensions: 340x450 mm 
Material: 304L/316L  
Max. pressure: 3 bar 

Ref.: 126/1 
Dimensions: 440x340 mm 
Material: 304L/316L  
Max. pressure: 3 bar 
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Ref.: 126/RS  
Dimensions: 440x340 mm 
Material: 304L/316L  
Max. pressure: 3 bar 
Note: Other sizes available on request 

Ref.: 128/RS  
Dimensions: 440x308 mm 
Material: 304L/316L  
Max. pressure: 2 bar 
Note: Other sizes available on request 

Ref.: 128TS 
Dimensions: 440x308 mm 
Material: 304L/316L  
Max. pressure: 3 bar 

Ref.: 156  
Dimensions: 540x410 mm 
Material: 304L/316L  
Max. pressure: 2 bar 
Note: With seal in the frame 

   

OVAL LID INWARD OPENING 

Ref.: A304 
Dimensions: 430x305 mm 
Material: 304L/316L  
Max. pressure: 1,5 bar 

Ref.: A306 
Dimensions: 430x305 mm 
Material: 304L/316L  
Max. pressure: 1,5 bar 

Ref.: A307 
Dimensions: 430x305 mm 
Material: 304L/316L  
Max. pressure: 1,5 bar 

  

Ref.: A309 
Dimensions: 440x305 mm 
Material: 304L/316L  
Max. pressure: 2,5 bar  

Ref.: A312 
Dimensions: 440x305 mm 
Material: 304L/316L  
Max. pressure: 2,5 bar 

Ref.: 127 
Dimensions: 440x308 mm 
Material: 304L/316L  
Max. pressure: 3 bar 

Ref.: 128  
Dimensions: 440x308 mm 
Material: 304L/316L  
Max. pressure: 3 bar 

Ref.: 128T 
Dimensions: 440x308 mm 
Material: 304L/316L  
Max. pressure: 3 bar 
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Ref.: 127/1 
Dimensions: 444x312 mm 
Material: 304L/316L  
Max. pressure: 3 bar 

Ref.: 128/1 
Dimensions: 444x312 mm 
Material: 304L/316L  
Max. pressure: 3 bar 

Ref.: A305 
Dimensions: 445x310 mm 
Material: 304L/316L  
Max. pressure: 1,5 bar 

Ref.: A306B 
Dimensions: 445x310 mm 
Material: 304L/316L  
Max. pressure: 1,5 bar 

Ref.: A307B 
Dimensions: 445x310 mm 
Material: 304L/316L  
Max. pressure: 1,5 bar 

  

Ref.: A308 
Dimensions: 455x345 mm 
Material: 304L/316L  
Max. pressure: 3 bar 

Ref.: A316  
Dimensions: 455x345 mm 
Material: 304L/316L  
Max. pressure: 3 bar 

 
OVAL LID INWARD OPENING – PED 

Ref.: A313  
Dimensions: 340x440 mm 
Material: 304L/316L  
Max. pressure: 10 bar 

Ref.: A314  
Dimensions: 400x490 mm 
Material: 304L/316L  
Max. pressure: 10 bar 

Ref.: A310  
Dimensions: 400x490 mm 
Material: 304L/316L  
Max. pressure: 10 bar 

Ref.: A315 
Dimensions: 400x490 mm 
Material: 304L/316L  
Max. pressure: 10 bar 

 
OVAL LID EXTERNAL OPENING 

Ref.: A311  
Dimensions: 305x430 mm 
Material: 304L/316L  
Max. pressure: 0,6 bar 

Ref.: 157  
Dimensions: 308x440 mm 
Material: 304L/316L  
Max. pressure: 0,3 bar 
Note: Aseptic 

Ref.: 158  
Dimensions: 440x308 mm 
Material: 304L/316L  
Max. pressure: 1 bar 
Note: Aseptic with 4 clamping points 

Ref.: A311B  
Dimensions: 310x445 mm 
Material: 304L/316L  
Max. pressure: 0,5 bar 

 



 Lids/upper covers for stainless steel tanks 
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LIDS/UPPER COVERS IN STAINLESS STEEL 

Ref.: A958B  
Dimensions: Ø150 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A968B  
Dimensions: Ø150 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A928B 
Dimensions: Ø150 mm 
Material: 304L/316L 
Max. pressure: 0,04 bar 
Opening: Vertical 

Ref.: 15P 
Dimensions: Ø150 mm 
Material: 316L 
Max. pressure: 0,1 bar 
Opening: Vertical and lateral 

Ref.: A559 
Dimensions: Ø200 mm  
Material: 304L/316L 
Max. pressure: 0,04 bar 
Opening: Vertical 

Ref.: A569  
Dimensions: Ø200 mm  
Material: 304L/316L 
Max. pressure: 0,04 bar 
Opening: Vertical and lateral 

Ref.: A539 
Dimensions: Ø200 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 3 

Ref.: A579 
Dimensions: Ø200 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 3 

Ref.: A959  
Dimensions: Ø220 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A969  
Dimensions: Ø220 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A929 
Dimensions: Ø220 mm 
Material: 304L/316L 
Max. pressure: 0,04 bar 
Opening: Vertical 

Ref.: A939 
Dimensions: Ø220 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Opening: Vertical 
Clamping points: 3 

Ref.: A979 
Dimensions: Ø220 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 3 
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Ref.: 22S 
Dimensions: Ø223 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 

Ref.: 22/1S 
Dimensions: Ø223 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 
Note: Aseptic 

Ref.: 22P 
Dimensions: Ø223 mm 
Material: 304L/316L 
Max. Pressure: 0,1 bar 
Opening: Vertical and lateral 

Ref.: 22/1P 
Dimensions: Ø223 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical and lateral 
Note: Aseptic 

Ref.: 22/1M 
Dimensions: Ø223 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Clamping points: 3 
Note: Aseptic 

Ref.: 22M 
Dimensions: Ø223 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 3 

   

Ref.: A960 
Dimensions: Ø300 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A970  
Dimensions: Ø300 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A590 
Dimensions: Ø300 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A560 
Dimensions: Ø300 mm  
Material: 304L/316L 
Max. pressure: 0,03 bar 
Opening: Vertical 

Ref.: A570  
Dimensions: Ø300 mm  
Material: 304L/316L 
Max. pressure: 0,03 bar 
Opening: Vertical and lateral 

Ref.: A930 
Dimensions: Ø300 mm 
Material: 304L/316L 
Max. pressure: 0,03 bar 
Opening: Vertical 
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Ref.: A540 
Dimensions: Ø300 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 4 

Ref.: A580 
Dimensions: Ø300 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 3 

Ref.: A940 
Dimensions: Ø300 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 4 

Ref.: A980 
Dimensions: Ø300 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 3 

Ref.: A1020  
Dimensions: Ø300 mm  
Material: 304L/316L 
Max. pressure: 0,2 bar 
Opening: Vertical 

  

Ref.: 30S 
Dimensions: Ø302 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 

Ref.: 30/1S 
Dimensions: Ø302 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 
Note: Aseptic 

Ref.: 30P 
Dimensions: Ø302 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical and lateral 

Ref.: 30/1P 
Dimensions: Ø302 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical and lateral 
Note: Aseptic 

Ref.: 30M 
Dimensions: Ø302 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 3 

Ref.: 30/1M 
Dimensions: Ø302 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 3 
Note: Aseptic 

Ref.: 30/1F  
Dimensions: Ø302 mm 
Material: 304L/316L 
Max. pressure: 0,4 bar 
Note: Aseptic and clamp closing 
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Ref.: A561 
Dimensions: Ø380 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A571  
Dimensions: Ø380 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A591 
Dimensions: Ø380 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A541 
Dimensions: Ø380 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 4 

Ref.: A581 
Dimensions: Ø380 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 4 

  

Ref.: A562 
Dimensions: Ø400 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A572  
Dimensions: Ø400 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A592 
Dimensions: Ø400 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A932 
Dimensions: Ø400 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A962  
Dimensions: Ø400 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A972  
Dimensions: Ø400 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 
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Ref.: A542 
Dimensions: Ø400 mm 
Material: 304L/316L 
Presión máx.: 0,2 bar 
Levantamiento: Vertical 
Nº cierres: 4 

Ref.: A582 
Dimensions: Ø400 mm 
Material: 304L/316L 
Presión máx.: 0,2 bar 
Nº cierres: 4 

Ref.: A942 
Dimensions: Ø400 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 4 

Ref.: A982 
Dimensions: Ø400 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 4 

Ref.: A1022  
Dimensions: Ø400 mm  
Material: 304L/316L 
Max. pressure: 0,2 bar 
Opening: Vertical 

  

Ref.: 40/1D 
Dimensions: Ø402 mm 
Material: 304L/316L 
Max. pressure: 0,05 bar 
Opening: Vertical 

Ref.: 40S 
Dimensions: Ø402 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 

Ref.: 40/1S 
Dimensions: Ø402 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 
Note: Aseptic 

Ref.: 40P 
Dimensions: Ø402 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical and lateral 

Ref.: 40/1P 
Dimensions: Ø402 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical and lateral 
Note: Aseptic 

Ref.: 40/1M 
Dimensions: Ø402 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Clamping points: 4 
Note: Aseptic 

Ref.: 40M 
Dimensions: Ø402 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 4 

Ref.: 40/1F  
Dimensions: Ø402 mm 
Material: 304L/316L 
Max. pressure: 0,4 bar 
Note: Aseptic and clamp closing 
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Ref.: A563 
Dimensions: Ø420 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A573  
Dimensions: Ø420 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A593 
Dimensions: Ø420 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A543 
Dimensions: Ø420 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical  
Clamping points: 4 

Ref.: A583 
Dimensions: Ø420 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 4 

Ref.: 42/1  
Dimensions: Ø420 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Note: Upper lid for stainless 
steel tankers 

Ref.: 42/2  
Dimensions: Ø420 mm 
Material: 304L/316L 
Max. pressure: 0,6 bar 
Opening: Vertical and lateral 
Note: Aseptic 

  

Ref.: A564 
Dimensions: Ø500 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A574  
Dimensions: Ø500 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A594 
Dimensions: Ø500 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A934 
Dimensions: Ø500 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 
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Ref.: A964  
Dimensions: Ø500 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A974  
Dimensions: Ø500 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A544 
Dimensions: Ø500 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Opening: Vertical 
Clamping points: 5 

Ref.: A584 
Dimensions: Ø500 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 5 

Ref.: A944 
Dimensions: Ø500 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 5 

Ref.: A984 
Dimensiones: Ø500 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 5 

Ref.: A1024 
Dimensions: Ø500 mm  
Material: 304L/316L 
Max. pressure: 0,2 bar 
Opening: Vertical 

  

Ref.: 51  
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: 50/1D 
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,05 bar 
Opening: Vertical 
Note: Aseptic 

Ref.: 50/1NZ  
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,05 bar 
Opening: Vertical 
Note: Aseptic 

Ref.: 50/1S 
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,07 bar 
Opening: Vertical 
Note: Aseptic 
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Ref.: 50/1P 
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,07 bar 
Opening: Vertical and lateral 
Note: Aseptic 

Ref.: 50/1M 
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,07 bar 
Clamping points: 5 
Note: Aseptic 

Ref.: 50/1B  
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,07 bar 
Opening: Vertical and lateral 
Note: Aseptic 

Ref.: 50S 
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 

Ref.: 50P 
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical and lateral 

Ref.: 50M 
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 5 

Ref.: 50/1F  
Dimensions: Ø502 mm 
Material: 304L/316L 
Max. pressure: 0,3 bar 
Note: Aseptic and clamp closing 

  

Ref.: A565 
Dimensions: Ø600 mm  
Material: 304L/316L 
Max. pressure: 0,01 bar 
Opening: Vertical 

Ref.: A575  
Dimensions: Ø600 mm  
Material: 304L/316L 
Max. pressure: 0,01 bar 
Opening: Vertical and lateral 

Ref.: A935 
Dimensions: Ø600 mm 
Material: 304L/316L 
Max. pressure: 0,01 bar 
Opening: Vertical 

Ref.: A595 
Dimensions: Ø600 mm  
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 
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Ref.: A965  
Dimensions: Ø600 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical 

Ref.: A975  
Dimensions: Ø600 mm 
Material: 304L/316L 
Max. pressure: 0,02 bar 
Opening: Vertical and lateral 

Ref.: A545 
Dimensions: Ø600 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Opening: Vertical 
Clamping points: 6 

Ref.: A585 
Dimensions: Ø600 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 6 

Ref.: A945 
Dimensions: Ø600 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 6 

Ref.: A989 
Dimensions: Ø600 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 6 

Ref.: A1025  
Dimensions: Ø600 mm  
Material: 304L/316L 
Max. pressure: 0,2 bar 
Opening: Vertical 

  

Ref.: 60/1S 
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,05 bar 
Opening: Vertical 
Note: Aseptic 

Ref.: 60/1P 
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,05 bar 
Opening: Vertical and lateral 
Note: Aseptic 

Ref.: 60/1M 
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,05 bar 
Clamping points: 5 
Note: Aseptic 

Ref.: 60/1B  
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,05 bar 
Opening: Vertical and lateral 
Note: Aseptic 
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Ref.: 60/1D 
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,05 bar 
Opening: Vertical 
Note: Aseptic 

Ref.: 60S 
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 

Ref.: 60P 
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical and lateral 

Ref.: 60M 
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Clamping points: 5 

Ref.: 60/1F  
Dimensions: Ø602 mm 
Material: 304L/316L 
Max. pressure: 0,3 bar 
Note: Aseptic and clamp closing 

  

Ref.: 80/1B  
Dimensions: Ø792 mm 
Material: 304L/316L 
Max. pressure: - 
Opening: Vertical and lateral 
Note: Aseptic 

Ref.: 80/1M 
Dimensions: Ø792 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 8 
Note: Aseptic 

Ref.: A1040 
Dimensions: Ø800 mm 
Di: 760 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 10 

Ref.: 80/1F  
Dimensions: Ø792 mm 
Material: 304L/316L 
Max. pressure: 0,1 bar 
Opening: Vertical 
Note: Aseptic and clamp closing 

Ref.: 90/1M  
Dimensions: Ø890 mm 
Material: 304L/316L 
Max. pressure.: - 
Clamping points: 8 

Ref.: 90/1C  
Dimensions: Ø890 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 8 
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Ref.: A1041 
Dimensions: Ø1000 mm 
Di: 940 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 12 

  

Ref.: 100/1M  
Dimensions: Ø1040 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 10 

Ref.: 100/1C  
Dimensions: Ø1040 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 10 

Ref.: 120/1M  
Dimensions: Ø1210 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 8 

Ref.: 120/1C  
Dimensions: Ø1210 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 8 

Ref.: A1042 
Dimensions: Ø1200 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 15 

  

Ref.: 140/1M  
Dimensions: Ø1370 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 12 

Ref.: 140/1C  
Dimensions: Ø1370 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 12 

Ref.: A1043 
Dimensions: Ø1400 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar  
Opening: Vertical 
Clamping points: 18 
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Ref.: 160/1M  
Dimensions: Ø1540 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 12 

Ref.: 160/1C  
Dimensions: Ø1540 mm 
Material: 304L/316L 
Max. pressure: - 
Clamping points: 12 

Ref.: A1044 
Dimensions: Ø1600 mm 
Material: 304L/316L 
Max. pressure: 0,2 bar 
Opening: Vertical 
Clamping points: 20 

  

 



   Lids for concrete tanks 
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LIDS FOR CONCRETE TANKS 

Ref.: 115CEM  
Size: 528x404 mm 
Material: 304L/316L 
Max. Pressure: 0,6 bar 
Type: Rectangular lid for 
mounting in concrete tanks 
outward opening 

Ref.: 121CEM  
Size: 424x316 mm 
Material: 304L/316L 
Max. Pressure: 1 bar 
Type: Rectangular lid for 
mounting in concrete tanks 
outward opening 

Ref.: 130CEM  
Size: 424x316 mm 
Material: 304L/316L 
Max. Pressure: 1 bar 
Type: Rectangular lid for 
mounting in concrete tanks inward 
opening 

Ref.: 127CEM  
Size: 438x306 mm 
Material: 304L/316L 
Max. Pressure: 3 bar 
Type: Rectangular lid for 
mounting in concrete tanks inward 
opening 

Note: All the stainless steel lids are adaptable for concrete tanks. For the measures see catalogue of 
stainless steel lids. 



  Lids for fiberglass tanks 
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LIDS FOR FIBERGLASS TANKS 

Ref.: 115VTR  
Size: 530x406 mm 
Material: 304L/316L 
Max. Pressure: 0,9 bar 
Type: Rectangular lid for 
fiberglass outward opening 

Ref.: 119VTR  
Size: Ø402 mm 
Material: 304L/316L 
Max. Pressure: 0,5 bar 
Type: Round lid for 
fiberglass outward opening 

Ref.: 127VTR  
Size: 420x298 mm 
Material: 304L/316L 
Max. Pressure: 2 bar 
Type: Oval lid for fiberglass inward 
opening 

Ref.: 129VTR  
Size: 530x406 mm 
Material: 304L/316L 
Max. Pressure: 1,8 bar 
Type: Rectangular lid for 
fiberglass inward opening 

 



 
 
 
 
 
 

 
UPPER LIDS/COVERS FOR THE 
CHEMICAL-PHARMACEUTICAL 

INDUSTRY 
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PIP 30 - Ø300 mm 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
A Ø300 – TEMPERATURE MAX. 

50ºC 100ºC 150ºC 200ºC 250ºC 
B b 

MAX.  WORKING PRESSURE [bar] 
C 

Nº3 120º 10,0 9,0 8,5 8,0 7,5 6 
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PIP 40 - Ø400 mm 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
A Ø400 – TEMPERATURE MAX. 

50ºC 100ºC 150ºC 200ºC 250ºC 
B b 

MAX.  WORKING PRESSURE [bar] 
C 

Nº4 90º 8,0 7,0 6,5 6,0 5,5 6 

Nº6 60º 11,0 11,0 10,0 9,0 8,5 6 
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PIP 50 - Ø500 mm 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A Ø500 – TEMPERATURA MAX. 

50ºC 100ºC 150ºC 200ºC 250ºC 
B b 

MAX.  WORKING PRESSURE [bar] 
C 

Nº4 90º 5,0 4,5 4,0 4,0 3,5 6 

Nº6 60º 7,5 7,0 6,5 6,0 5,5 6 

Nº8 45º 8,5 8,5 8,0 7,5 7,0 6 
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PIP S22 - Ø220 mm 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
A Ø220 – TEMPERATURA MAX 

50ºC 100ºC 150ºC 200ºC 250ºC 
B b 

MAX.  WORKING PRESSURE [bar] 
C 

Nº3 120º 6,0 5,0 4,8 4,5 4,3 5 

Nº4 90º 8,4 7,0 6,8 6,6 6,4 5 
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PIP S36 - Ø360 mm 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A Ø360 – TEMPERATURA MAX. 

50ºC 100ºC 200ºC 250ºC 
B b 

MAX.  WORKING PRESSURE [bar] 
C 

Nº3 120º 2,3 2,2 2,0 1,9 5 

Nº4 90º 7,0 6,0 5,5 5,1 5 

Nº6 60º 10,0 8,1 7,7 7,3 5 
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PIP S45 - Ø450 mm 
 

 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A Ø450 – TEMPERATURA MAX. 

50ºC 100ºC 200ºC 250ºC 
B b 

MAX.  WORKING PRESSURE [bar] 
C 

Nº4 90º 3,0 2,5 2,3 2,2 5 

Nº6 60º 8,8 7,4 6,5 6,2 5 

Nº8 45º 10,0 8,1 7,3 6,8 5 
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A Ø360 – TEMPERATURA MAX. 

50ºC 100ºC 200ºC 250ºC
B b MAX.  WORKING PRESSURE 

[bar] 
C 

Nº3 120º 2,3 2,2 2,0 1,9 5 

Nº4 90º 7,0 6,0 5,5 5,1 5 

Nº6 60º 10,0 8,1 7,7 7,3 5 

PIP S“ECO” - Ø220 – 360 – 450 mm 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

A Ø220 – TEMPERATURA MAX. 

50ºC 100ºC 150ºC 200ºC 250ºC 
B b 

MAX.  WORKING PRESSURE [bar] 
C 

Nº3 120º 6,0 5,0 4,8 4,5 4,3 5 

Nº4 90º 8,4 7,0 6,8 6,6 6,4 5 

 
 
 
 
 
 
 
 
 
 
 

A Ø450 – TEMPERATURA MAX. 

50ºC 100ºC 200ºC 250ºC 
B b MAX.  WORKING PRESSURE 

[bar] 
C 

Nº4 90º 3,0 2,5 2,3 2,2 5 

Nº6 60º 8,8 7,4 6,5 6,2 5 

Nº8 45º 10,0 8,1 7,3 6,8 5 
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42/1mp - Ø420 mm and a max. working pressure of 1,6 bar 
 
 

 
 
 
 

 
 



                                                           

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
For more information don’t hesistate to contact us: 
 
MARLIA INGENIEROS, S.L. 
Gran Via de les Corts Catalanes 968 
08018 Barcelona 
Tel.   +0034 93 308 36 77 
Fax.    +0034 93 308 36 78 
E-mail:  coh@marlia-ing.com 
Web:    www.marlia-ing.com 
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